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LEGEND :

APO = AS PER OWNER

TBC = TO BE CONFIRMED

FOS = FINALISE ON SITE

MOS = MEASURE ON SITE

USO = UNLESS SHOWN

          OTHERWISE

C/C = CENTRE TO CENTRE

TOC = TOP OF COLUMN

@CL = AT CENTRE LINE

d     = DEPTH

w     = WIDTH

h     = HEIGHT
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SYSTEM PUMPHOUSE
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LAYOUT & SECTIONS
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1515 A102 Rev 2

EXISTING REPAIR WORKSHOP OFFICES

EXISTING

SMALL PARTS

PAINTSHOP

EXISTING PUD  TEST BUILDING

ROADWAY
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PUMPHOUSE & WATER

TANK LAYOUT 1:100
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CONCRETE RAMP

230mm BRICK WALLS

BUILT ON NEW BASE SLAB

115mm BRICK BUND WALL

PUMP PLINTH 150mm HIGH

1
2
2
0
0

10403250

1
6
0
0

2080

150mm BASE SLAB
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UNDERGROUND STORM
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LONG SECTION 1:50

CROSS SECTION 1:50

TIMBER TRUSSES @615 C/C

230mm GABLE WALL

STEEL WINDOW FRAME ND12F WITH

GLASS AS PER SABS

BRICK ON EDGE CILL EXTERNAL

NUTEC 175x15mm CILL INTERNAL

EXTERNAL FINISH SEMI FACE BRICKS TO MATCH EXISTING

INTERNAL FINISH PLASTER

PAINT UNDERCOAT PLASTERKEY

TWO COATS WHITE WASHABLE PVA

DPCDPC

BUND WALL

150mm BASE SLAB

SHEETING 0,5mm IBR HARDDRAWN GALVANISED 15DEG PITCH

PURLINS 70x50 SAP GRADE M4 @ 1m

TIMBER TRUSSES WITH ROOF CERTIFICATE AT 650 C/C

RAFTER 114x38, TIE BEAM 114x38, DIAGONALS 114x38

ALL SA PINE GRADE V4

GUTTER 100x75mm WITH 100x100 DOWNPIPES

150x12 FASCIA NUTEC

LOUVRE

230mm WALL WITH BRICKFORCE EVERY 4TH LAYER

DPC

LOUVERED

SLIDING

DOORS

115mm BUND WALL
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ISSUED FOR

TENDER

150mm PUMP PLINTH

150mm BASE SLAB

EXISTING 300mm CONCRETE SURFACE SLAB

ON COMPACTED HARDCORE FILLING
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EXISTING 300mm CONCRETE SURFACE SLAB

ON COMPACTED HARDCORE FILLING
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TIMBER CRAWL PLANKS 2x300x38 SAP

3
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NOTE : USE 150x15 NUTEC INTERNAL CILLS ON ALL WINDOWS &

LOUVRES, FIXED AS PER MANUFACTURER
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HILALDAM

1000S

SLIDING

DOOR GEAR

FLOOR GUIDES

SLIDING DOORS

OPENINGS 3200W x 2720H

3250

2x5kg

CO2FE

ROOF INSULATION ON GALVANISED WIRES @380C/C

4mm BUBBLES WITH REFLECTIVE FOIL ONE SIDE

AND WHITE POLYETHYLENE SHEET INNER FACE

1,2mm SHEETING

COVER  FLASHING

R2 23.10

2015

TENDER

R2 23.10

2015

DOORS

NOTE

ADDITIONAL CONCRETE MAY

HAVE TO BE REMOVED TO

PREVENT RAINWATER TO

COLLECT AGAINST BASE SLAB


