Control Requirements List

792756
ROOF HATCH, ENGINE ROOM
P792756-1

925
Yes
2017/10/25

Part Number:
Part Description:

Product Group:
Industrialization Required:

Drawing Number: Date Created:

Characteristic / Process

Industrialization Requirement

1. A Production Readiness Review
(PRR) will be conducted to confirm
industrialization and production
readiness. The PRR will be executed
based on Doc No: V1151/02. This
document is available on request.

2. A capability to verify all measurable
characteristics as required by the
relevant component or assembly must
be available in-house or
subcontracted. 3. Proof of
calibration of measuring equipment
will be verified on a periodic basis.

4. Objective evidence is required for
all procedures, processes and tests
that are required during manufacturing
and must be made available on
request during the acceptance of the
components.

Quality Requirement

Release as per drawing.

100% inspection on all drawing
characteristics.

Welding, see note 1 & 2 on page 2.
Material.

Build History Requirement

All inspection reports and material
certificates shall be retained by the
Supplier and issued to DLS on
request.

Comments:

Measuring Method

Type of Control

First 5 components

Per batch
Per unit

100% Inspection
Per batch

Per unit

Documents
Required

PRR Report

DLS92
Inspection Report

Certification
Material Certificate

Build History

Del

Yes

Yes
Yes

Yes
Yes

Yes
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Terms & Release Requirements:

1. Torequest a release, please send completed DLS92 / DLS CoC and required Build History to dls-
releases@dlsys.co.za five working days before anticipated release.
2. Approval for any deviation from specification is to be formally obtained from DLS via an approved Concession /
Deviation.
3. Should Build History be a requirement, it must be submitted in electronic fomat (PDF) with the following name
"Part Number Serial Number".PDF
4. Supplier to keep electronic copy of Build History for future reference.
5. Objective evidence is required for all procedures, processes and tests that are required during manufacturing
and must be made available on request during the acceptance of the component.
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